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COYOTE® DTC
GPON READY 5G READYNEW

The Fiber Optic Closure COYOTE® DTC is a tough, compact splice 
closure which supports straight splice, splice to drop/branch 
and internal connector solutions. It’s ideal for drop cable 
corrections and last-mile applications in the FTTx distribution 
network. It’s extremely durable and adapted to permanent 
immersion in water (IP68).

• Capacity of up to 32 splices
• Capacity of up to 6× SC / 12× LC connector
• PLC Splitter capability (small format)
• Aerial or underground application
• �Increased impact protection and water ingress resistance

even when permanently immersed in water (IP68)
• Grommets system for cables with diameters 2.5–10 mm
• Support for midspan (loop-through) cable
• Intuitive installation
• Support for ribbon fibers
• Integrated pole bracket
• Suitable for all types of networks

COYOTE® DTC with a Splice Tray COYOTE® DTC with a Tilted Splice Tray 

COYOTE® DTC with an Adapter Panel

FIBER OPTIC CLOSURES
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Examples of creating a name:
COYOTE® DTC-CGGN-AA-N
COYOTE® DTC-BHNN-NN-C

Section 0
Section 1

Section 2
Section 3TECHNICAL SPECIFICATIONS

Inputs / Outputs
(quantity × range)

4× 2.5–10 mm 
(follow the Configurator –  
Section 1 – Grommets Selection)

Grommets (type and  
number of used grommets) Grommets System – 4 pcs

Ingress Protection IP68
Impact Protection IK10
Material PC
Color black RAL 9005
Dimensions (H × W × D) 231 × 193 × 43 mm
Weight 0.5 kg

ORDERING CODES

On request Custom Configuration
Follow the Configurator
(Section 1) Grommets Kit Separately

85100016 COYOTE® DTC-NNNN-NN-N
80812533 COYOTE® DTC Tool for Opening
•	For other variants, please, contact our sales department.

Section 1
Grommets Selection

Section 2
Splice Holder Selection

Section 3
Accessories

Section 0
Closure

COYOTE® DTC XXXX XX X

Select  
4 options  
as below:

Cable 
Diameter

Range

A
Solid

85100041

B
2.5–3.9 mm

85100042

C
4.3–6.4 mm

50161849

D
6.4–8.9 mm

50161850

E
8.9–10.0 mm

50161854

F
8.1 × 4.3 mm

50161853

G
2×  

2.4–3.2 mm

50161852

H
2×  

4.0–4.3 mm

50161851

N NONE
The position 

remains 
empty

COYOTE® DTC
Integrated Pole Bracket

COYOTE® DTC
Tool for Opening

Select 2 options as below:

A
Splice Holder, 12F,  

for heatshrink

80808005-OR

B
Splice Holder, 6F,  

for heatshrink

80808004

C

Splice Holder,  
4× ribbon or  

4× splitter, for ribbon  

80812439
(do not use the option 

with the Adapter 
Panel)

D
Splice Holder, 12F, 

for crimp

80808018

E
Splice Holder, 

3× ribbon, for ribbon

80811416-P

F
Splice Holder, 8F,  

for heatshrink

80811415-Y-Y

N NONE The position  
remains empty

Select 1 option as below:

A

Adapter 
Panel  

for DTC  
2× SC 

simplex or  
LC duplex

80810010

B

Adapter 
Panel 

for DTC 
3× SC  

duplex or 
LC quad 

80811101

C
Tray DTC, 
32F, for 

heatshrink

80812774

D
Tray DTC, 
16F,  for 

heatshrink

80811237

N NONE The position 
remains empty
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